
TRST-0013-1002
Floor mount spare wheel mount Base

M8x25 - A2 - ISO7380
Button head socket screw

8mm - A2 - DIN125A
STD Washer Stainless

M8 - A2 - DIN985
NYLOC Hex Nut

8mm - A2 - DIN9021
Mudguard Washer Stainless
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INSTALLATION INSTRUCTIONS
FLOOR MOUNTED SPARE WHEEL HOLDER

PAGE:

INSTALL TIME APPROX. 20mins*

INCLUDED IN THIS KIT

x1S1

BEFORE YOU BEGIN
• Familiarize yourself with the assembly procedure and ensure all parts have been supplied.

• Protect your parts and workspace from damage by lining your bench top with cardboard or material/towel.

• Parts have been deburred at the factory but some sharp edges may still be present, simply check over your parts with a deburring tool or file before

assembly.

• Using the QR Code above, visit www.ibuiltkits.com/assembly-and-install/floor_wheel_mount/ for video instructions, plus assembly tips and 

comments on the product.

• Follow the instructions carefully and in the correct order.

• If you have any questions or issues with your product please contact iBUILT KITS via email troy@ibuiltkits.com

CARE & MAINTENANCE
• This wheel mount requires very little maintenance, periodic checking of bolts and fasteners is sufficient.

• If fatigue or damage occurs please stop using and replace as soon as possible.

• Clean and wash as you would the rest of your vehicle, degrease and wash with a non corrosive detergent and avoid abrasive brushes or sponges.

Thank you for purchasing one of our awesome kits. No matter your skill level, following these 

instructions will easily step you through the process from preparation to assembly, ensuring you 

end up producing nothing but a top quality professional product.
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Ratchet straps not included

Floor mount spare wheel mount Base

SHEET METAL PARTS FASTENERS
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STEP 1:

Unpack your parts and familiarize yourself with the components, Peel protective film from all Parts and clean glue residue with Acetone or Disolve-it 

spray using a soft clean rag. Protect your work surface to avoid scratching your parts by laying down cardboard, carpet or material such as a towel.

STEP 2:

This tyre mount is designed to be used up against your tray headboard or other vertical surface that will reduce forces upon the wheel if in an accident. 

This wheel mount should be used in conjunction with an additional safety method such as lockable chain or wire. WARNING: DO NOT USE THIS SPARE 

WHEEL MOUNT WITHOUT A SECONDARY SAFETY FASTENING METHOD, INJURY OR DEATH MAY OCCUR IF USED IN WAYS OTHER THAN THIS PRODUCT 

HAS BEEN DESIGNED FOR.

Once you have decided on the final position of your spare wheel mount, using the base as a template drill and bolt through your tray floor. Before 

drilling, always check for interference of items below the tray.

NOTE: Longers bolts may be required depending on the thickness of your tray and/or crossmembers.

STEP 3:

To mount and secure your wheel, a set of 25mm ratchet straps are required to fasten the wheel to the base. This will prevent the wheel from moving. 3 

positions are provided to allow a range of positions to best suit the width and position of your spare wheels.

Ensure the straps are tight and in a position that will not slip off the tyre.

Use any 25mm load rated ratchet straps

Ensure they are always tight and used 

in conjunction with a safety fastening system


